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RSG Electronic Components GmbH
Sprendlinger Landstr. 115
D-63069 Offenbach, Germany

Tel. +49 69 984047-0
Fax +49 69 984047-77
info@rsg-electronic.de
www.rsg-electronic.de

Notes
1. �If the product is not operated within the required load range, the product performance cannot be guaranteed to comply with all parameters in the datasheet;
2. �The maximum capacitive load offered were tested at input voltage range and full load;
3. �Unless otherwise specified, parameters in this datasheet were measured under the conditions of Ta=25°C, humidity<75%RH with nominal input voltage and rated 

output load;

Note: In the case of actual use, the requirements for EMI are high, it is subject to CY.

Output Voltage (VDC) 3.3/5/9 12/15/24

EMI

C1/C2 4.7 µF/25 V 4.7 µF/25 V

CY
1nF/4KVDC 
VISHAY HGZ102MBP
TDK CD45-E2GA102M-GKA

C3
Refer to Cout in  
capacitive load value table

LDM 6.8 µH 6.8 µH

Dimensions and Recommended Layout

Note:
Grid 2.54 * 2.54 mm

Pin Single Dual
1 GND GND

2 Vin Vin

5 0V 0V

6 NC –Vout

8 +Vout +Vout

Other NC NC

NC: Pin to be isolated from circuitry




